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Example: 1000 BK – 1 – 301 – B

Series Faceplate Color Mounting Lens Graphics LED Colors

1000 Series BK Black 1 Surface 100 Standard Font (Arial only) A Amber
** Custom

Colors on 
Special Order

2 Flush Carpet 200 Special Font (Text only) b Blue
300 Standard Information Signs g Green

301 Wheelchair r Red
311 Trash y Yellow
331 Men’s Room
336 Women’s Room

400 Special Graphic
500 Custom (Customer Supplied Art)

Group 400 Graphics – Special Graphic Surface Mount Flush Carpet Mount

Group 300 Graphics – Standard Information Signs

Group 100 Graphics – Arial Font
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Series Capacity Circuit 
Breakers

Modules per 
Transformer

Weight

T-0100-12/2 100VA 2 360 max. 9 lbs
T-0150-12/2 150VA 3 540 max. 11 lbs
T-0250-12/2 250VA 4 720 max. 13 lbs

Approx. dimensions: 6¾" w (bracket), 5"w (can), 6¾"h, 4¾"d

ETL Listed Class II – 120V Primary, 12V Secondary

The Sentinel™ Series path and step lighting series use 
Tempo™ Biinary™ LED modules that require 12V AC. Tempo 
Class II transformers are matched to the demands of the Sentinel 
system. The transformers are available in three capacities with 
two, three or four circuits and feature 5A auto-reset circuit 
breakers for each of the secondary circuits.

Transformers

Technical Info:

•	 180 modules per circuit (breaker) maximum.

•  	 Minimum wire size from the transformer to the beginning 
of the run is 14 gauge @ 100 ft. maximum.

•	 Transformers should be located as close to the beginning 
of the lighting run as possible.

• � 	 For redundancy and safety it is suggested that an auditorium 
is powered by two transformers.

•	 For dimming use low voltage dimmers wired to the 
primary side.
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