
CERTIFIED TEST REPORT No. 26455 
 
 

TEMPO INDUSTRIES - LED COVE LIGHT - SERIES 6000,CAT # 6012-4-0-30-120 
WITH NO REFLECTOR AND NO LENS 

FOUR LEDS. LUMINAIRE OUTPUT = 343 LMS. 
FIXTURE OPERATING AT 120 VAC AND 5.7 WATTS 

 
 

                                     INTENSITY(CANDLEPOWER) SUMMARY   OUTPUT                                                                         
                                                                      LUMENS                                                                          
                                 AN GLE ALONG  22.5   45   67.5 ACROSS                                            
                                  180    117   117   117   117   117 
                                  175    116   115   118   118   117    11 
                                  170    114   114   116   117   116 
                                  165    111   112   113   114   114    32 
                                  160    109   109   110   110   110 
                                  155    106   105   105   106   106    49 
                                  150    101   100   100   100   101 
                                  145     95    95    94    93    95    59 
                                  140     88    88    88    86    88 
                                  135     80    80    80    79    80    62 
                                  130     72    71    72    72    72 
                                  125     62    63    63    63    63    56 
                                  120     54    54    53    54    54 
                                  115     44    44    43    44    44    43 
                                  110     33    33    34    34    34 
                                  105     23    23    23    23    23    25 
                                  100     14    14    13    14    14 
                                   95      5     5     5     6     5     6 
                                   90      0     0     0     0     0 
   
                                         ZONAL LUMENS AND PERCENTAGES                                                    
 
                                        ZONE     LUMENS  % LUMINAIRE 
                                       180-150        92      26.78 
                                       180-140       151      43.95 
                                       180-120       268      78.37 
                                       180-90        343     100.00 
                                       140-90        192      56.05 
                                       120-90         74      21.63 
                                       0-90            0       0.00 
                                       0-180         343     100.00 
 
                                     EFFICACY (LUMENS PER WATT):  60.1 
 
                                     *** THIS IS AN ABSOLUTE TEST *** 
 
                                        LUMINOUS LENGTH: 11.000 INS 
                                                 WIDTH:   1.000 INS 
  
 
                                    CERTIFIED BY:                                                                   
                                                               DATE:                                                                           
                                                               DEC  7, 2009 
                                    PREPARED FOR:                                                                   
                                            TEMPO INDUSTRIES         
                                               IRVINE, CA            
  
                    TESTED IN ACCORDANCE WITH IES PROCEDURES.                                        
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                          INTENSITY(CANDLEPOWER) DA TA                                                     
                              IN 2.5 DEGREE STEPS                                                             
  
                                             
         ANGLE                        PLANE                       OUTPUT                  
                  ALONG   22.5     45     67.5   ACROSS  AVERAGE  LUMENS                          
 
 
         180.0     117     117     117     117     117     117 
         177.5     116     115     118     118     118     117 
         175.0     116     115     118     118     117     117       11 
         172.5     115     115     117     117     117     116 
         170.0     114     114     116     117     116     115 
         167.5     113     113     115     115     115     114 
         165.0     111     112     113     114     114     113       32 
         162.5     111     111     112     112     112     112 
         160.0     109     109     110     110     110     110 
         157.5     108     108     108     108     109     108 
         155.0     106     105     105     106     106     106       49 
         152.5     103     103     103     103     104     103 
         150.0     101     100     100     100     101     100 
         147.5      97      98      97      97      98      97 
         145.0      95      95      94      93      95      94       59 
         142.5      91      91      90      90      92      91 
         140.0      88      88      88      86      88      88 
         137.5      84      84      84      83      84      84 
         135.0      80      80      80      79      80      80       62 
         132.5      76      76      76      75      77      76 
         130.0      72      71      72      72      72      72 
         127.5      67      67      68      68      68      68 
         125.0      62      63      63      63      63      63       56 
         122.5      59      59      59      59      59      59 
         120.0      54      54      53      54      54      54 
         117.5      49      49      48      49      49      49 
         115.0      44      44      43      44      44      44       43 
         112.5      39      38      38      39      39      38 
         110.0      33      33      34      34      34      33 
         107.5      28      28      28      28      29      28 
         105.0      23      23      23      23      23      23       25 
         102.5      18      18      18      18      18      18 
         100.0      14      14      13      14      14      14 
          97.5       9       9       9       9       9       9 
          95.0       5       5       5       6       5       5        6 
          92.5       3       2       2       3       2       2 
          90.0       0       0       0       0       0       0 
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ELECTRICAL MEASUREMENTS  
    

INPUT VOLTAGE:  120.0   VOLTS AC 
    

INPUT CURRENT: 0.092   AMPS 
    

INPUT POWER: 5.7   WATTS 
    

POWER FACTOR: 51.7   PERCENT 
    

TOTAL HARMONIC DISTORTION: 137.4   PERCENT 

    
OFF STATE POWER: 0.00   WATTS 

    
LIGHT OUTPUT    

    
LUMENS: 343   lm 

    
EFFICACY:  60.1   lm/W 

    
SPECTRAL MEASUREMENTS    

    
X:  0.4326    

    
y:  0.4012    

    
u':  0.2490    

    
v':  0.5196    

    

CRI(R a):  77.6    
    

CRI(R 9):  12.7    
    

CCT: 3049   K 
    

RADIANT FLUX:  1093   mW 
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END VIEW 

 
 

FULL VIEW 

 
 

SIDE VIEW  

 
 

LUMINOUS OPENING 
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This photometric test was conducted using a Lighting Sciences series 
6000 Moving Mirror Goniophotometer.   
 
The photometric reference standard used was a set of three incandescent 
luminous intensity standard lamps calibrated traceable to the U.S. 
National Institute of Standards and Technology.  Calibration 
certificates are on file at the laboratories of Lighting Sciences Inc. 
 
The condition of the item tested was new.  Operating time of the product 
prior to testing exceeded 8 hours.  Stabilization time before testing 
exceeded 30 minutes. 
 
Colorimetric testing was performed using a Lighting Sciences model 4000 
integrating sphere of either 1 or 2 meters diameter, having an internal 
reflectance exceeding 0.80.  4 p geometry was used.  Correction factors 
were applied for spectral mismatch and self-absorption.  The 
spectroradiometer employed was a LSC model 500E having a bandwidth .84. 
 
Ambient temperature during testing was 25 ° C ± 1 ° C, measured using an 
Omega model DP460.  All testing was conducted in accordance with IES LM-
79-08.  
 
All photometric quantities provided in this report are presented on an 
absolute basis.  Testing was conducted using the rated input voltage to 
the driver. 

 
 
 


