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series 6000 hP-LED 12"  articulated linear lighting   
4 – EMITTER

FEATURES
•	N o Factory in the Field®

Fully factory assembled in six-foot max lengths. Connects with 
code-compliant patent pending SecureConnect™ connector.

•	 Feed 120V directly into fixtures
One feed point feeds up to 120 feet of cove lighting @ 120V.   
240/277V - 250 feet maximum per run. 

•	 SecureConnect Connector
Fully grounded, metal flex conduit, positive securing thumb 
screw, NEC 400.8 compliant, patent pending

•	T hermally optimized die cast  zinc chassis 
Finned heat sink body, 100% recyclable

•	 Sustainably designed
Low carbon footprint – no mercury or hazardous waste, 
recyclable zinc chassis

•	C lear polycarbonate dust covers
•	D rivers 
	 	 120V Dimming	
	 	 277V Dimming
	 	 100 – 240V Universal (non-dimming)
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Fixture Type Voltage

Project

•	C olor temperatures 
	 	 2700°K	 	 3000°K	
	 	 3500°K	 	 4500°K

Consult factory for other colors and color temperatures.
•	 Operating temperature

-20° – +50°C; -4° – +122°F
•	D elivers >340 lm/ft – Two aiming angles available – 0° and 20°
•	D elivers >60 lm/watt efficacy

5.7 watts per foot
•	U p to 90° bends – Will easily conform to straight and curved 

layouts
No external drivers or power supplies. Simplifies load calculations.

•	 FIVE year warranty

•	 Patent No. 7,726,840 B2

Series 6000 – HP LED

Series Module Length Voltage Number of Emitters
per Foot

Aiming Angle Color Temperature

6200 Series 12 12" 120 120 Volts 4 4 LED 0 0° - Vertical 27 2700°K
277 277 Volts 20 20° 30 3000°K
UNI 100/240 Volts

(non-dimming)
35 3500°K
45 4500°K

Notes: Specify length of run per power feed up to 120’. Shipped from factory in pre-assembled 6’ lengths. Power feed includes pre-attached flex 
conduit and SecureConnect fitting.

Example: 62  12 - 120 - 4 - 0 - 27

Example: 6000 - CSF - F - 24
Series - Conduit SuperFlex Type Length

6000–CSF F Female 12 12"

M Male 24 24"

36 36"

Series 6000 Power Feeds are available in 36" lengths for connection 
to the nearest junction box. Female Power Feeds are standard and 
recommended for most applications. Male Power Feeds are available for 
use with 20° modules where changing the orientation of the modules 
is not possible while maintaining the desired aiming direction.
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series 6000 hP-LED 12"
articulated cove lighting   4–EMITTER

candlepower summaryspecifications

90°

Up to 90° bends

(Test results shown below were performed with Type 1 driver.  Results for improved Type 2 driver are pending.)
                                                   

  

 

50

25

Cd

75

90°

80°

70°

60°

50°

40°30°20°10°

100

125

0° 90°

6012-4-0-30-120	 3000°KLED

Beam Angle 115° x 115°

Lumens1

3000°K 343

Correlated Color Temperature²

3049°K See footnote

for CCT 

OUTPUT

Efficacy1

3000°K 60.1  Lm/W

CRI1

3000°K 77.6

Input Voltage 120V

PHYSICAL PROPERTIES

Power Consumption³ 5.7 W

Power Factor

3000°K 0.59

Dimensions

0° 12"l x 2"w x 15⁄8"h

20° 12”l x 2”w x 17⁄8”h

Weight (per module) 1.4 lbs

Housing Die Cast Aluminum

Connections Wire Nut/6' Lengths

Max. Fixture Run 120'/120V Feed

Listing CSA-US

1	 Complies with IES LM-79-08 procedures. 
²	 Consistent with ranges established by Energy 

Star lighting criteria. (ENERGY STAR Program 
Requirements for SSL Luminaires – Version 1.1  
December 19, 2008; page 3 and 23)

³	 Steady state

angle 0° 22.5° 45° 67.5° 90°

0° 117 117 117 117 117

5° 116 115 118 118 117

15° 111 112 113 114 114

25° 106 105 105 106 106

35° 95 95 94 93 95

45° 80 80 80 79 80

55° 62 63 63 63 63

65° 44 44 43 44 44

75° 23 23 23 23 23

85° 5 5 5 6 5

90° 0 0 0 0 0

20° Angle

0° Angle

12"

2"

2"

2"

20°

17⁄8"

12"


